
MODEL A1X 
Ceramic Thermocouple 

with Bare Wire Termination 
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A1 ALI DP E 2AL 125D B

1. INSULATION
ALI - Alumina Insulator

2. CALIBRATION
K = Type K

J = Type J
N = Type N

T =  Type T
P =  Platinel

E = Type E

DK = Dual Type K
DJ  = Dual Type J
DN = Dual Type N

DT = Dual Type T
DP = Dual Platinel

DE = Dual Type E

3. JUNCTION
U = Ungrounded

E = Exposed

4. INSULATOR MATERIAL

AL = Alumina
* Contact factory for 

other materials

5. INSULATOR  DIAMETER

125D = 0.125
188D = 0.188
250D = 0.250

258D = 0.258
375D = 0.375

* Contact factory for

other diameters

062D = 0.062

6. SENSOR LENGTH
(Dim A)

(In Inches xxx.xx) 7. TERMINATION
B = Bare Wire 

8. LEAD WIRE LENGTH

9. LEAD WIRE INSULATION
T = Teflon
G = Fiberglass

TSB = Teflon w/SS Overbraid
K = Kapton

H = Heat Shrink

11. OPTIONS

10 OPTIONS

X = NONE

X = NONE

ST = Split Tip

T = Transition, SS

53 TSB STT

Dual End View

TC-1 TC-2

XXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXX

36”9”
8” split

w/ 1/2”bare ends

Dim A

Sensor Length

High Purity
Alumina Insulator

Type K Solid Lead Wire
with Stainless Steel Overbraid

O.D.


